
Powder Paint Line Components 

 
Three Stage Wash and Rinse:  

 Wash has 6000 gal. alkaline bath with a Eclipse IP20.008 Immersion burner which                
 has a firing rate of 1.8 million BTU/hr. with 2 25 hp pumps for the spray wash. 

 Two fresh water rinse stages of 3000 gal.each 1 25 hp pump each for spray rinse. 

 Total length 80 ft. 

 

Dry Off Oven: 

Dry Off Oven is 6’4” W. X 140’ L. X 20’-3” H. with a 1.9 million BTU/hr.         

natural gas fired infra red burner system with circulation blowers and exhaust fans     

all controlled with Honeywell controllers. 

 

Paint Booth: 

 Paint Booth is a GEMA model Diamond automatic powder spray booth. 

 

Bake Oven: 

 Bake Oven is 6’-4” W. X 260’ L. X 20’-3” H. with a 5.4 million BTU/hr. natural  

 gas fired infra red burner system with circulation blowers and exhaust fans all 

controlled with Honeywell controllers. 

 

Conveyor: 

 Conveyor is trolley type approximately 1500’ continuous length with a  

 Castrol automatic lube system.       

 

           



Powder Coat System 
 

Spray Booth, GBD Industries,  10’-0” L x 10’-0”W x 17’-0”H 
 
Twenty-Eight 24” L x 12” Dia. filter cartridges (first-stage) and 
fourteen 24” x 24” x 12” exhaust filters  (second-stage) 
 
Exhaust system with two 15 h.p. exhaust fans, venting the powder 
spray booth. 
 
Powder curing oven, GED Industries, conveyorized, 6’-4”w x 260’-0”l 
x 20’-3” h, with 180 natural gas fired burners, 5,400,000 btu/hr total. 
Burdett model 10LR.  Four 25-h.p. circulating fans, and four 2 h.p. 
exhaust fans. 
 
Cleaning and Drying System.  GBD Industries, 5’-0”w x 100’-0”l x  
18’-9”h. 
 
Furnace, Pollution Control Products, Model PRC-150, 6’-11”x x 8’-1”l x 
7’-1”h, with one 232,000 btu per hour natural gas fired burner in the 
primary combustion chamber and one 237,000 btu per hour natural 
gas fired burner in the secondary chamber. 
 
Spray Booth, GEMA conveyorized, Model Diamond,  11’-4”w x 32’-0”l 
x 15’-9”h. Six cartridge filter modules, each with thirty 23”l x 13.75” 
diam. cartridge filters (first-stage), and one final filter module with 
eight 24” x 25” x 12” exhaust filters (second stage). 
 
Exhaust and recirculating system, with one 25 h.p. blower venting 
the powder spray booth. 


